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Washing   Instructions 

`See it SAFE’   &  Surgical   Products 
 

 

 

 

1. `See it SAFE’  -  domestic washing instructions 
 

 

 

This set of Care Labels is generally applicable to all our apparel end uses, comprising ~ 

♦ Wash at 40°C with gentle action 
♦ Do not bleach 
♦ Tumble dry on cool setting 
♦ Iron on cool setting  (max. 110°C) 
♦ Professional dry clean with all solvents 
 

 

2. Professional laundry instructions for healthcare use 
 

Step Operation Time Temperature Level Conditions 

1 Rinse 3 min. Cold High  

Non-ionic detergent & alkali pH 10 
2 Wash 3 min. 71°C  (160°F) Low 

See note 2.6 below 

3 Rinse 3 min. 60°C  (140°F) High  

4 Spin 2 min.   Preferably low speed 

5 Rinse 2 min. 50°C  (120°F) High  

6 Rinse 2 min. 40°C  (100°F) High  

7 Rinse 2 min. Cold High  

8 Acidify 5 min. Cold Low Acidify to pH 6 

9 Spin 3-5 min.   Preferably low speed 
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2.1 All new Durable Waterproof products should be laundered prior to use. 

2.2 Two rinses in cold water should remove blood.  For heavy set blood stains it may be 
necessary to soak overnight with an enzyme in cold water. 

2.3 The non-ionic detergent should have a cloud point above 71°C  (160°F). 

2.4 Caution:  pH should not exceed 10. 

2.5 Caution:  Oxidative bleaching agents should not be used as these will damage the 
silver thread.  These include sodium hypochlorite, hydrogen peroxide and 
per(oxy)acetic acid (PAA). 

2.6 For disinfection of soiled linen the temperature of the load is maintained at 65°C  
(150°F)  for not less than 10 minutes or preferably at 71°C  (160°F)  for not less than 
3 minutes.  With both options, “mixing time” must be added to ensure heat 
penetration of the wash load.  Typically this can be 4 minutes for a lightly loaded 
machine up to 8 minutes for a machine with a heavy degree of loading. 

2.7 Controlled cooling after washing to 40°C is beneficial in preventing creasing. 

2.8 Caution:  A thorough rinse is essential to remove all traces of surfactant, as residual 
detergent will adversely affect the repellent properties of the fabric  (if waterproof). 

2.9 Do not over-load the washer or dryer. 

2.10 Fabric softeners should not be used on waterproof fabrics. 

2.11 Always ensure that the fabric is thoroughly dried with heat.  The dryer exhaust 
temperature should not exceed 75°C  (170°F).  A final warm press of the fabric will 
optimise the performance of the water repellent. 

2.12 Washers and dryers should be inspected regularly to ensure there are no rough 
spots that could damage the fabric. 

 

Initial trials are recommended.  Silver is a natural element and may tarnish.  This does not 
affect the biocidal properties of the material. 


